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Aluminium sleeves
For wire rope

• Material: aluminium
• Standard: EN 13411-3 formerly DIN 3093 A
• Finish: self coloured

• Certification: 2.1

size diameter width thickness length weight

per

1000 pcs

a b c d

mm mm mm mm kg

1 1.2 2.4 0.65 5 0.1

1.5 1.7 3.4 0.75 6 0.21

2 2.2 4.4 0.85 7 0.24

2.5 2.7 5.4 1.05 9 0.5

3 3.3 6.6 1.25 11 0.84

3.5 3.8 7.6 1.5 13 1.32

4 4.4 8.8 1.7 14 2

4.5 4.9 9.8 1.9 16 2.61

5 5.5 11.0 2.1 18 5

6 6.6 13.2 2.5 21 5

6.5 7.2 14.4 2.7 23 7.55

7 7.8 15.6 2.9 25 9.53

8 8.8 17.6 3.3 28 15

9 9.9 19.8 3.7 32 19.8

10 10.9 21.8 4.1 35 25

11 12.1 24.2 4.5 39 35.8

12 13.2 26.4 4.9 42 45.8

13 14.2 28.4 5.4 46 59.7

14 15.3 30.6 5.8 49 73.5

16 17.5 35.0 6.7 56 111

18 19.6 39.2 7.6 63 159

20 21.7 43.4 8.4 70 220

22 24.3 48.6 9.2 77 280

24 26.4 52.8 10.0 84 376

26 28.5 57.0 10.9 91 481

28 31.0 62.0 11.7 98 603

30 33.1 66.2 12.5 105 735

32 35.2 70.4 13.4 112 897

34 37.8 75.6 14.2 119 1080

36 39.8 79.6 15.0 126 1275

38 41.9 83.8 15.8 133 1490

40 44.0 88.0 16.6 140 1734

42 46.2 92.4 17.5 147 1940

44 48.4 96.8 18.3 154 2314

46 50.6 101.2 19.2 161 2557

48 52.8 105.6 20.0 168 3010

50 55.0 110.0 20.8 175 3400

52 57.2 114.4 21.6 182 3813

54 59.4 118.8 22.5 189 4120

56 61.6 123.2 23.3 196 4772

58 63.8 127.6 24.2 203 5200

60 66.0 132.0 25.0 210 5880

A-6550

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.
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EN 13411-3 Table A.2 - Ferrule size numbers 

Rope diameter

Ferrule size number

Case 1 Case 2 Case 3 Case 4

single layer round 
strand ropes with FC 
and cable laid ropes 

C* ≥ 0,283

single layer round 
strand ropes with IWRC 
and rotation-resistant 

round strand ropes 

C* ≤ 0,487

single layer round 
strand ropes with 
IWRC, rotation-

resistant ropes and 
parallel-closed ropes

0,487< C* ≤ 0,613

spiral strands
2 ferrules 

C* ≤ 0,613

Nominal Measured

d from to

mm mm mm

2.5 2.5 2.7 2.5 3 - -

3 2.8 3.2 3 3.5 - -

3.5 3.3 3.7 3.5 4 - -

4 3.8 4.3 4 4.5 - 5

4.5 4.4 4.8 4.5 5 - 6

5 4.9 5.4 5 6 - 6.5

6
5.5 5.9

6 6.5 
-

7
6 6.4 7

6.5 6.5 6.9 6.5 7 8 8

7 7 7.4 7 8 9 9

8
7.5 7.9

8 9
9

10
8 8.4 10

9
8.5 8.9

9 10
10

11
9 9.5 11

10
9.6 9.9

10 11
11

12
10 10.5 12

11
10.6 10.9

11 12
12

13
11 11.6 13

12
11.7 11.9

12 13
13

14
12 12.6 14

13
12.7 12.9

13 14
14

16
13 13.7 16

14
13.8 13.9

14 16
16

18
14 14.7 18

16
14.8 15.9

16 18
18

20
16 16.8 20

18
16.9 17.9

18 20
20

22
18 18.9 22

20
19 19.9

20 22
22

24
20 21 24

22
21.1 21.9

22 24
24

26
22 23.1 26

24
23.2 23.9

24 26
26

28
24 25.2 28

26
25.3 25.9

26 28
28

30
26 27.3 30

28
27.4 27.9

28 30
30

32
28 29.4 32

30
29.5 29.9

30 32
32

34
30 31.5 34

32
31.6 31.9

32 34
34

36
32 33.6 36

34
33.7 33.9

34 36
36

38
34 35.7 38

36
35.8 35.9

36 38
38

40
36 37.8 40

38
37.9 37.9

38 40
40

44
38 39.9 44

40 40 42 40 44 48 48

44
42.1 43.9

44 48
48 48

44 46.2 52 52

48
46.3 47.9

48 52
52 52

48 50.4 56 56

52
50.5 51.9

52 56
56

60
52 54.6 60

56
54.7 55.9

56 60
- -

56 58.8 - -

60
58.9 59.9

60
- - -

60 63 - - -

* for metallic cross-sectional area factor C refer to EN 12385 parts 4, 5 & 10

This catalogue may contain information that has not been updated since the release of this catalogue and has thus become outdated. 
Please consult the specific product pages on the Green Pin® website for the most up to date technical information.


